
Bushing, rear axle
to fit Audi | Seat | Skoda | VW

*The original spare part numbers shown here are for cross-reference purposes only and shall not be disclosed to third parties on invoices and delivery notes.

To ensure correct installation the bushing’s rubber nub must be

precisely aligned to the rear axle’s lower edge.

Depending on the vehicle model the bushing is press-fitted in the

axle from either the outside or inside (see table).

Assembly instruction:

MEYLE no. 114 710 0001 (Ref. no. 6R0 501 541 A)* MEYLE no. 114 710 0001/S

Make Model Additional information Bushing to be pressed in
from INSIDE

Bushing to be pressed in
from OUTSIDE

Audi A1 2011- X

Audi A3 1997-2003 X

Audi TT 1999-2006 X

Seat Cordoba 2003-2009 X

Seat Ibiza 2002- X

Seat Leon 2000-2006 X

Seat Toledo 1999- X

Skoda Fabia 2000- X

Skoda Octavia 1997-2011 X

Skoda Rapid 2012- X

Skoda Roomster 2006-2015 X

VW Beetle 1999-2010 X

VW Bora 1999-2005 X

VW Fox 2004-2010 Africa/2005-2012 Europe X

VW Golf 1998-2006 X

VW Polo 2005- X

VW Polo Classic 2004-2006 Australia/2008-2009 Africa X

VW Polo Limousine 2004-2006 X

VW Polo Sedan 2010-2014 India/2011-2015 Russia/2013-Malaysia X
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